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N 920 APE as AC version in side 
position (As an option with external 
signal input).

Concept

The powerful diaphragm vacuum
pumps N 920 are especially well
suited for all applications requiring
excellent suction speed at low
absolute pressures. A series of
technical innovations, including a
diaphragm stabilization system,
allows the high suction especially in
the low-vacuum range.
The vacuum pumps N 920 are avai-
lable with optional adjustable flow
rates; in this case, either an inte-
grated potentiometer or an external
activator with an analog signal input
will alter the motor speed. These
pump versions make it possible to
adapt the flow rate to the require-
ments of a specific process, for
example.

Features

Transfer, evacuation and com-
pression of air, gases and
vapours
No contamination of the media due
to oil-free operation

KNF stabilization system
Optimized suction speed, also for
low absolute pressures

High level of gas tightness: 
approx. 6 x 10-3 mbar x l/s (not
tested in serial production)

Quiet running

Cool and efficient brushless
motor

Multi-voltage power supply input

Manifold block head eliminates
external connections

Can operate in any installed posi-
tion

Areas of use

The N 920 series of diaphragm vac-
uum pumps offer a high level of per-
formance in a compact unit size.
Typical applications are in the fields
of analysis, chemistry, medicine
and production technologies.

The N 920 pumps also support tur-
bomolecular systems as roughing
pumps. 

There are many applications for the
N 920 series, please contact KNF
for application advice.

DIAPHRAGM PUMPS WITH
KNF STABILIZATION SYSTEM

N 920 APDCB with brushless DC motor
(As an option with external signal
input).

Type Delivery Vacuum atm. Pressure Weight
(l/min) (mbar absolute) Press. (bar g) (kg)

N 920 APE � � � � � �� � 21 1.5 ����������������������� � 0.5 10.0

N 920 APDCB � � � � � �� � 21 1.5 ����������������������� � 0.5 8.5

PERFORMANCE DATA

NEW



PERFORMANCE DATA

MOTOR DATA

MODEL CODES AND MATERIALS

1) Litre at STP   

Dimensions mm (All dimensional tolerances conform to DIN ISO 2768-1, Tolerance Class V)

Type and Order No.  Delivery Max. operating Ultimate
(l/min)1) pressure vacuum

at atm. pressure (bar g) (mbar abs.)

N 920 APE 21 0.5 < 1.5

Type and Order No. Pump head Diaphragm Valves

N 920 APE Aluminium EPDM EPDM 

Motor type: brushless DC motor with AC power supply

Protection class IP 20 
Voltage/Frequencies (V/Hz) ~90-264/50-60
Power P1 (W) 120
Operating current (A) 1.3

N 920 APE
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The delivery of the N 920 series pumps can be adjusted

with an optional potentiometer or by external analog 

signal. Please contact us for further information.



PERFORMANCE DATA

MOTOR DATA

MODEL CODES AND MATERIALS

1) Litre at STP   

Dimensions mm (All dimensional tolerances conform to DIN ISO 2768-1, Tolerance Class V)

Type and Order No.  Delivery Max. operating Ultimate
(l/min)1) pressure vacuum

at atm. pressure (bar g) (mbar abs.)

N 920 APDC B 21 0.5 < 1.5

Type and Order No. Pump head Diaphragm Valves

N 920 APDC B Aluminium EPDM EPDM 

Motor type: brushless DC motor

Protection class IP 00 
Voltage (V) 24
Power P1 (W) 100
Operating current (A) 4.2 (starting current, moment ary 200 ms: 7 A) 

N 920 APDC B
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The delivery of the N 920 series pumps can be adjust by

external analog signal. Please contact us for further infor-

mation.






